XP-411, Proposal for a Run Plan on May 27-28, 2004
	Step
	Ip 

(MA)
	BT 

(T)
	k//
(m-1)
	Goal
	Comment
	#  ((#)

	Prepare target plasma for HHFW

	1
	0.8
	0.45
	
	Prepare NBI H-mode target at 0.45 T,  
.1 MJ <Wmhd<.2 MJ,
reduce outer gap until antenna glow, and back off.
May have to reduce beam energy
	Seek an MHD quiescent 1 beam NBI H mode with Redge=1.55 m, (111378, 0.5 MA) or shot determined by XP446
	6   (6)

	Apply HHFW power, k// = 14 m-1
Ascertain power deposition with Wmhd, neutron, Te and ne increase

Make Redge scan. Observe antenna loading and maximize stored energy. Choose best Redge. Choose toi (time of interest) for beam notch for CHERS. May skip beam notch based on time availability.

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Apply HHFW power, k// = 7 m-1
Ascertain power deposition with Wmhd, neutron, Te and ne increase

Make Redge scan time permitting. 

	
	
	
	
	
	
	

	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	Option to repeat at k//  = 3.5 m-1 if warranted 14 and 7 m-1 results.

If after 1 pm, then go to lower BT instead of k//  = 3.5 m-1.

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	L-mode target?

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


