Data to be reported in summary of each case….

	
	Fraction of Load
	Component
	Actual Load (lbf)
	Yield
	Limit

 (lbf)
	Safety Factor

	Preload
	 
	Studs
	
	
	psi
	
	

	 
	 
	Insert pullout
	
	 
	lbf
	
	

	Friction
	
	Friction
	
	
	 
	
	

	Shear Dog
	
	Vert Bolt pullout
	
	
	lbf
	
	

	 
	 
	Angled Bolt pullout
	 
	 
	lbf
	 
	 

	
	
	Copper Tension
	
	
	psi
	
	

	Torque Collar
	
	Wet Lay-up
	
	
	psi
	
	

	Joint Contact
	 
	Pavg
	 
	
	
	
	

	 
	 
	Pmin
	 
	
	
	
	

	 
	 
	Tmax
	 
	
	
	
	


Cases to be run…

	Cases
	
	
	
	
	
	
	
	

	Friction
	0.2
	0.2
	0.4
	0.4
	0.2
	0.2
	0.4
	0.4

	Thermal
	SOFT
	EOFT
	SOFT
	EOFT
	SOFT
	EOFT
	SOFT
	EOFT

	Out-of-Plane
	No
	No
	No
	No
	Yes
	Yes
	Yes
	Yes


Additional cases for tolerance studies….

	Selected Cases
	
	

	Tolerances
	NOMINAL
	WORST CASE


