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1.0 Introduction
This procedure describes how to boot the PC’s in the NSTX Test Cell that are used for the Mirnov (Magnetics) Diagnostics.  It also has instructions on accessing the remote AC Power controllers to remotely power-cycle the PC’s.  The passwords have not been shown in this (public) document.  See the hardopy for this information.
This procedure covers the following PC:

· nstx-mirnov-pc1.pppl.gov 

· nstx-mirnov-pc2.pppl.gov 

· nstx-mirnov-pc3.pppl.gov 

· nstx-mirnov-pc4.pppl.gov 

2.0 Instructions

Attached is the sheet with all the mirnov pc's and iBoot parameters.

 

On the desktop for each pc is a shortcut to the VI that is supposed to be executed.  Stopping and Killing the VI takes a long time and in some cases a reboot of the pc is required.

 

To access the iBoots, I put use the IP number of the iBoot with a browser.  No username is required, only the password.  The iBoot cycle may not reboot the computer successfully.  I use the OFF/ON function.  Turn OFF the pc for about 60 seconds and then turn it ON.  You should wait a minimum of 5 minutes before trying to use Timbuktu to try to communicate.  If you try to communicate too soon, you may hang the computer.  In certain cases, computers may need to be Power Cycled/Rebooted more than once to get it going.

 

Once the desktop is fully loaded on the mirnov pc then you should launch the VI.

Each VI has a red "stop after trigger" button.  If you press this

button and trigger the VI with a test shot (or magtestshot.pro ala

Phyllis or me), the VI will stop normally w/o a reboot.
NSTX MAGNETICS - DATA ACQUISITION COMPUTERS May 23, 2006
1. Toroidal high-f array 

o NTC - Rack 418 

o 1GB RAM 

o MXI-3 and 2 NI 6115 PXI card in chassis 

o 8 channels at 5MS/s 

o nstx-mirnov-pc1.pppl.gov 198.35.15.114 

o Computer username: jmenard 

o Computer password: Mirnovpc1 (note capitalization of password!) 
o TIMBUKTU username: jmenard 

o TIMBUKTU password: controlroom 

2. Toroidal high-n array 

o NTC - Rack 430 

o Dell PowerEdge 2550 - 4GB RAM M44246 

o 3 NI 6110 PCI cards 

o 12 channels at 4 MS/s 

o nstx-mirnov-pc2.pppl.gov 198.35.15.126 

o Computer username: jmenard 

o Computer password: mirnovpc2 

o TIMBUKTU username: jmenard 

o TIMBUKTU password: controlroom 

3. Outboard poloidal array 

o NTC - Rack 429 

o 3.0GHz P4 and 4GB RAM 

o 3 NI 6115 PCI cards 

o 12 channels at 4 MS/s 

o nstx-mirnov-pc3.pppl.gov 198.35.15.145 

o Computer username: jmenard 

o Computer password: Mirnovpc3 (note capitalization of password!) 
o TIMBUKTU username: jmenard 

o TIMBUKTU password: controlroom 

4. Inboard Poloidal Array 

o NTC - Rack 434 

o 3.0GHz P4 and 4GB RAM 

o 3 NI 6110 PCI cards 

o 12 channels at 4MS/s 

o nstx-mirnov-pc4.pppl.gov 198.35.15.115 

o Computer username: jmenard 

o Computer password: Mirnovpc4 (note capitalization of password!) 
o TIMBUKTU username: jmenard 

o TIMBUKTU password: controlroom 

NSTX MAGNETICS – MIRNOV CALIBRATION COMPUTERS
5. RF B-dot probe #1 

o Dell Precision Workstation 530 - 750MB M42106 

o rf-bdot-probe.pppl.gov 198.35.15.108 

6. RF B-dot probe #2 

o Dell Inspiron 8100 laptop - 512MB M44179 

NSTX MAGNETICS – CONTROL ROOM X-WINDOWS COMPUTER 

o Dell Dimension 4100 - 256MB M41962 

o nstx-magcon-pc1.pppl.gov 198.35.15.102 

NSTX MAGNETICS – NTC PLATFORM X-WINDOWS COMPUTER 

o NTC - Rack 483 

o Dell OptiPlex Gxi - 0.3 GB RAM 

o ntc-r483pc1.pppl.gov 198.35.10.52 

o Computer username: Administrator 

o Computer password: ntcr483pc1 

o TIMBUKTU username: jmenard 

o TIMBUKTU password: controlroom 

NSTX MAGNETICS – AC POWER CONTROL FOR DAQ PCS AND CLASS 4 VME 

Name: nstx-mirnov-pc1ac.pppl.gov 

IP: 198.35.15.206 

Password: mirnovac1 

Name: nstx-mirnov-pc2ac.pppl.gov 

IP: 198.35.15.147 

Password: mirnovac2 

Name: nstx-mirnov-pc3ac.pppl.gov 

IP: 198.35.15.148 

Password: mirnovac3 

Name: nstx-mirnov-pc4ac.pppl.gov 

IP: 198.35.15.209 

Password: mirnovac4 

Name: vme-ac.pppl.gov 

IP: 198.35.15.26 

Password: PASS (all upper case) 
















