How to use SCOPE to view Digitizer Data

20JUL00

1) P. Sichta

2) Work on BIRCH or KEES

3) Login.  Put certain 'setup' things in the login.com file.  See Figure 1.

4) To start a predefined scope configuration, type :

KEES$ dwscope -def sichta_chi.scope

This will bring up the scope display shown in Figure 2.  The file must be in the current working directory,  or specify the complete path.

5) Most SCOPE files are in the directory NSTX$:[UTIL.CONFIG]

6) Look in this directory for leads as to what the MDSplus Tree Path and signal names are.  You can run the program TRAVERSER from KEES, which also may help you find the tree path and name of the channel.

7) You can COPY and PASTE between different SCOPE displays,  to make your own configuration.

8) To Save the current SCOPE display layout,  Use the customize PULL DOWN AND SELES save Current Settings (As...).

9) It is best to find your signal on a panel on an existing SCOPE display in the NSTX$:[UTIL.CONFIG] directory,  and then copy that panel into your own custom SCOPE window, and save. 

10) I Save my scope files in my own directory,  not in NSTX$:[UTIL.CONFIG].

Figure 1 - Sample VMS LOGIN.COM  file

KEES$ type login.com

$ ! TO USE SCOPE TYPE    DWSCOPE -DEFAULT PATH&FILENAME.SCOPE

$ ! TO USE PAD TYPE    DWPAD -DEF PATH&FILENAME.PAD

$ ! TO USE TRAVERSER TYPE   TRAVERSER -TREE NSTX -SHOT 1234567

$ setup xterm

$ setup nedit

$ setup nstx

$ SETUP MDSPLUS

$ ! set display/create/node=198.35.5.213 /transport=tcpip

$ @AUTIL:[MDSPLUS]MDSPLUS.COM

$ @nstx$:[util.com]unixonvms.com

$ ! to show muellers home directory :  KEES$ show logical mueller$

$ ! setup MDSplus definitions

$ @AUTIL:[MDSPLUS]MDSPLUS.COM

$!

$! setup CAMAC definitions

$ @DAS:DASCAMAC.COM

$!

$! set NSTX as the MDSplus tree

$ @PPPL_RES:[COM]SETUP_NSTX.COM

$ setup idl x

Figure 2  - Predefined Scope Display
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Figure 3 - Data Source Window
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